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Subject to Technical Changes

Owing to our policy of continuous product development, the illustrations and technical data contained in this
document may differ slightly from the current version of the device.

Legal Manufacturer

Malema Engineering Corp. or Malema Sensors

1060 S Rogers Circle, Boca Raton FL 33487

Certifications/Compliances

CE Compliance via the following testing:

1. EN61000-4-2: Electrostatic Discharge

2. EN61000-4-3: Radiated Immunity (and Radiated Emissions)
3. EN61000-4-4: Electrical Fast Transients

4. EN61000-4-5: Surge - Power Line

5. EN61000-4-6: Conducted Immunity

Support Email Address

Please contact the Malema Customer Support Team at the email addresses below,

General Support:
Malema.GeneralSupport@psgdover.com

Customer Support:
Malema.CustomerSupport@psgdover.com

Order Support:
Malema.OrderSupport@psgdover.com

Quote Support:
Malema.QuoteSupport@psgdover.com

Technical Support:
Malema.TechnicalSupport@psgdover.com
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1. Introduction

1.1 Safety Precautions

e Do not exceed specified pressure and temperature ranges.

e Chemical compatibility with the wetted materials must be confirmed by the end user.

e Do not remove or open DMP-7000 while the system is operational or there is pressure in the line.
1.2  Overview

The DMP-7000 pulsation dampener is designed for single-use applications in the life sciencesindustries.

DMP-7000 dampeners are manufactured with all-plastic wetted surfaces that meet USP Class VI, USP 661.2, and
USP 788 requirements. The moulded design reduces shear and improves surface smoothness. They are gamma-
stable to 50 kQGy.

1.3  Storage and Handling
Store the product under packed conditions in an anti-static bag. The storage place should be free from moisture,
mechanical shock and vibration. The storage temperature should be between 10°C and 35°C and the humidity

between 5% and 80% R.H. without condensation.

If the sensor has been gamma irradiated, do not open the inner bag until ready to install in the Single-Use
assembly.

1.4  Unpacking and Product inspection

Upon delivery, inspect the product for damage. Confirm that the model code on the label matches the
specification in the purchase order.

Page 4



Single-Use Pulsation Dampener QCPC

BIOTECH

Part of PSG a X&) company

2. Installation
The following must be considered when selecting the installation location of the flow sensor:
Note: This product should be installed and maintained by properly trained personnel only.

. DMP-7000 must be installed downstream of the pump or other device causing fluid pulsation.
. DMP-7000 must be installed upstream of any critical components.
. DMP-7000 must be installed in a vertical configuration with the fluid flowing upwards to avoid any air traps.
. DMP-7000 must be installed in a properly mounted holder. For assemblies of a dampener integrated into
a SumoFlo® Coriolis flow sensor, the SumoFlo® sensor must be installed in an approved mounting cradle or
mounting flange. Consult Malema for more information.
. DMP-7000 must be purged of all air prior to use.

AWM R

o

3. Specification

3.1 Operating Specifications

Model DMP-7000-

Operating Pressure 75 psig (5 bar) max.
Operating Temperature 40° C max.
Burst Pressure 90 psig (6 bar)

3.2  Material Specifications

Model DMP-7000- 02 04 06 (0]:] 12 16
Tube ID 1/8” 1/4” 3/8” 1/2” 3/4” 1”
Fluid Connection * Hose barb Hose barb, Mini TriClamp Hose barb, TriClamp

TPU, PEEK, Silicone. All wetted materials meet USP Class VI, USP 661.2, and USP788

Wetted Materials .
requirements

* Consult the factory for other types of process connection options.

3.3  Pulsation Reduction

Figure 1. 1/4” ID fluid path with water, pumped using industry-standard diaphragm pump without dampener. The
difference between min and max flow is approx. 40 g/min at 1445 g/min nominal flow rate

Figure 2. The same 1/4” ID fluid path with water, pumped the same industry-standard diaphragm pump with
DMP-7000 installed between pump and flow meter. The difference between min and max flow is approx. 5 g/min
at 1453 g/min nominal flow rate
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4. Dimensional Drawing

4.1 Dampener

For Reference Only

MALEMA PULSE DAMPENER - 1", 3/4" PORT SIZE
S AVAILABLE WITH THIS UNIT

00] 3/4' BARS PORTS
1779 /

\MOUNTING HOLE FOR M5 SCREW
4 PLACES

§B~_
[4.33]
110.0
5.20]
//ﬁf 132.0
MALEMA PULSE DAMPENER - 1/8" PORT SIZE
AVAILABLE WITH THIS UNIT
2.85]
72.4

/1/8” BARB PORTS

MOUNTING HOLE FOR M4 SCREW
4 PLACES
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4.2 Dampener Holder

Malema provides stainless-steel dampener holders to securely mount the dampener in place. Please see the
example below for 1/4”, 3/8" and 1/2” sizes.

THIS HOLDER CAN BE USED FOR 1/4", 3/8" AND 1/2" DAMPENERS

©132.0 ®115.0

M5X0.8 TAPPED THRU HOLE
SWIVEL SECTION (4X, 90° APARTS)
FOR TUBE ENTRY

M5X0.8 TAPPED THRU HOLE
(2X)

1
|
[laf.? | | == = P ]

10.0 [7.96]
202.2

DIMS ARE IN MM [IN]
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Single-Use Pulsation Dampener

5. Ordering Information

5.1 Ordering Information of Dampener

Model Ordering Code for Dampener Description
DMP-7000 - *x * o - i Single-use Fluid Dampener

02 1/8”

04 1/4”

06 3/8”

08 1/2”

12 3/4”

16 1”

H Hose Barb
Fluid Connection T Tri-Clamp
(Mini TC for fractional sizes, No TC option for 1/8")
Sterilization 0 No Sterilization
1 Gamma Irradiated to 50 kGy
MOQ of 50 pieces

Unique Identifier - | XXX Assigned by Factory

5.2  Ordering Information of Holder

DMP-HOLDER-7000 - *x - | Durable Dampener Holder
02 1/8”

Size (ID) 08 1/4”-1/2"
16 3/4"-1"

Unique Identifier Assigned by Factory
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6. Warranty

CPC Biotech warrants to the buyer that its products are free from defects in materials and workmanship at the
time of shipment and during the WARRANTY PERIOD. Seller’s obligation under this warranty is limited to the
replacement of the product(s) by same product(s) manufactured by PSG or repair of the product(s) at the facility.

CPC Biotech products are sold with the understanding that the buyer has determined the applicability of the
product(s) to its intended use. It is the responsibility of the buyer to verify acceptability of performance to the
actual conditions of use. Performance may vary depending upon these actual conditions.

Warranty Period
This warranty is in effect for twelve (12) months from the date of shipment from PSG manufacturing location.

Warranty Claim

If CPC Biotech products are found to be defective in materials or workmanship within twelve (12) months of the
date of shipment, they will be repaired or replaced with same product at the discretion of PSG at its place of
business at no charge to the buyer.

7. Service Contacts
For service support or technical assistance, please contact the CPC Biotech Technical Support Team at:
Telephone: +1 (800) 637-6418

+1(408) 970-3419
E-mail: Malema.technicalsupport@psgdover.com

8. Service and Repair

To return the products, please obtain an RMA number for the product by contacting 2329 Zanker Road, San Jose
CA 95131, at +1 (800) 637-6418 or +1 (408) 970-3419, or email Malema.technicalsupport@psgdover.com

Unless otherwise specified with the RMA number, all equipment must be returned to the following address:
PSG San Jose

2329 Zanker Road

San Jose, CA 95131, USA

Note: Flow sensors cannot be returned once exposed to gamma radiation.

Page 9


mailto:Malema.technicalsupport%40psgdover.com?subject=
mailto:Malema.technicalsupport%40psgdover.com?subject=

QCPC Single-Use Pulsation Dampener

BIOTECH

Part of PSG a JJIXED company

About CPC Biotech

CPC Biotech is dedicated to Caring For Every Drop in the biopharmaceutical industry by providing a comprehensive
portfolio of specialty flow-control solutions. With its ground-breaking innovation, CPC Biotech offers pumps, sen-
sors, and flow meters that have been designed to safely transfer and precisely meter the most delicate biologics,
medicines and therapeutics, all while increasing yield, throughput and speed to market.

CPC Biotech is a product brand of PSG®, a Dover company, Oakbrook Terrace, IL, USA, which is comprised
of several leading pump and flow-measurement brands, including Abaque®, All-Flo™, Almatec®, Blackmer,
Ebsray®, em-tec, Griswold®, Hydro™, Malema® Mouvex® Neptune® Quantex™, Quattroflow®, Red-
Screw™ and Wilden®. You can find more information on CPC Biotech at psgdover.com/biotech and on PSG at
psgdover.com.

DESIGN FOR LIFE

Q WARNING: The customer is solely responsible for determining the necessary or most suitable product or CPC BIOTECH | MALEMA
service for any particular use case or application. All such risks are assumed by the customer. Specifications 2329 Zanker Road

subject to change without notice.
=] o TE C H WARRANTY: For product warranty information, please contact: info@cpe-bio.com or +1 800-519-7633. San JOSE, CA9513

For trademark information, please visit: www.cpc-bio.com/trademarks-and-patents Phor]e: +1 408'979'3419
©2026 CPC BIOTECH. ALL RIGHTS RESERVED. Email: Info@CPC-Bio.com

IM-DMP7000-092026 cpc-bio.com

Page 10


http://psgdover.com
mailto:Info%40CPC-Bio.com?subject=
mailto:info%40cpc-bio.com?subject=
http://www.cpc-bio.com/trademarks-and-patents

	1.	Introduction
	1.1	Safety Precautions
	1.2	OVERVIEW
	1.3	STORAGE AND HANDLING
	1.4	UNPACKING AND PRODUCT INSPECTION

	2.	INSTALLATION
	3.	SPECIFICATION
	3.1	OPERATING SPECIFICATIONS
	3.2	MATERIAL SPECIFICATIONS
	3.3	PULSATION REDUCTION

	4.	DIMENSIONAL DRAWING
	4.1	DAMPENER
	4.2	DAMPENER HOLDER

	5.	ORDERING INFORMATION
	5.1	ORDERING INFORMATION OF DAMPENER
	5.2	ORDERING INFORMATION OF HOLDER

	6.	Warranty
	7.	SERVICE CONTACTS
	8.	SERVICE AND REPAIR

